
GAL Flat Glass Fixed Skylight
CM Curb Mount Frame
I Insulated Glass (Specify Tint)
MF Mill Finish Frame
BA Bronze Anodize

1422     141/4"x 221/4" 1      A
1446     141/4" x 461/4" 1 A
2230     221/4" x 301/4" 1     A
2237 221/4"x37" 1 A
2246     221/4"x461/4" 1       A
2272     221/4"x 72" 1     A
2296     221/4"x 96" 1      B-1
3037     301/4"x 37"     1       A
3046     301/4"x461/4" 1      A
3069     301/4"x691/2" 1      B-1
3096     301/4"x96" 1 B-1
3746     37" x461/4" 1     B
3775     37" x75"        1       B-1 
3859     38" x 59"       1        B

1414   141/4" x 14 1/4"          1        A
1919   19"  x 19"     1       A
2222   221/4" x 221/4" 1 A
3030   301/4"x 301/4" 1 A
3737   37"  x 37" 1 A
4242   42"  x 42"        2 A
4646   461/4"x 461/4" 2       A

F l a t  G l a s s  S k y l i g h tF l a t  G l a s s  S k y l i g h t
M o d e l  G A LM o d e l  G A L

B r i s t o l i t e ’B r i s t o l i t e ’ s  R e s i d e n t i a l  S k y l i g h t ss  R e s i d e n t i a l  S k y l i g h t s

AA v a i l a b l e  S i z e s

Model      Inside    #        Glass
Number Curb Of       Type
GAL Opening       Lites

Model      Inside          #       Glass 
Number Curb           Of     Type  

GAL Opening     Lites

Specifications: Skylight shall be model No.______as manufactured by
Bristolite Skylights, Santa Ana, Calif. Skylights shall be fully factory assembled
consisting of glass (see below) that is sealed by interior and exterior gasketing to
a 6063-T5 heliarc-welded aluminum frame. The frame is to have an integral con-
densation channel to carry moisture to the exterior. The aluminum retaining cap
fasteners are to be corrosion resistant. The skylight shall be curb-mount. All units
are to be guaranteed against defective workmanship and materials. The insulat-
ed glass shall be 5/8" overall Tempered over Laminated or 15/16" overall
Tempered over  Laminated or 1" overall  Tempered over laminated. The standard
glass colors shall be Clear, Bronze or Grey. Low-E Glass or White Laminated
glass is optional. 

S q u a r e R e c t a n g l e

1.  Curb Mount (specify by adding CM to 
model description)

2.  Standard Glass Colors:
Bronze (specify by adding TB to model
description) 
Grey (specify by adding TG to model 
description)

Clear Colorless (specify by adding TC 
to model description)

1.  Bronze Anodize Frame (specify by 
adding  BA to model description.)

2. White Painted Frame (specify by 
adding WP to model description.)

3. Low-E Glass: (specify by adding LE to 
model description.)

4. White Laminated Glass: (specify by 
adding LW to model description.)

S t a n d a r d  F e a t u r e s  I n c l u d e :

O p t i o n s

G l a s s  M a k e - U p

M o d e l  D e s c r i p t i o n

Minimum pitch of 3:12 is required for all flat
glass models.

Typical Curb Mount Detail

Type A:    5/8 " Thick Overall
1/8"Tempered,1/4" Air Space,1/4" Laminated
Type B:    15/16" Thick Overall
1/8"Tempered,3/8"Air Space,7/16"Laminated
Type B-1:  1" Thick Overall
3/16"Tempered,3/8"Air Space 7/16"Laminated

GAL-CM-I

BBristolite’s Flat Glass Skylight is
designed to be an affordable

glass, low profile, fixed aluminum
framed skylight. 


